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ITEM 511.3
SCALE : 1"=2'

 1
0

"

EXISTING BRICK
PAVERS

VAR.

EXISTING SAND
CUSHION

UNDISTURBED
SUBGRADE

EXISTING ASPHALT
TREATED BASE

ASPHALT STABILIZED BASE,
95% COMPACTED DENSITY.

BASE PLACED IN 2 EQUAL
5" COMPACTED LAYERS.

INITIAL BACKFILL SHALL
CONSIST OF BEDDING OF

GRANULAR MATERIAL PER
UTILITY REQUIREMENTS

UNDISTURBED
SUBGRADE

VARIES

V
A

R
IE

S
V

A
R

IE
S

CUT WITH ROCK
SAW TO BOTTOM

OF ASPHALT
TREATED BASE

SEE BRICK RESTRAINER 
DETAIL

TYPICAL BASE REPLACEMENT FOR
BRICK SURFACED STREET SECTION

4
" 

M
A

X
.

WHEN NECESSARY FILLER
MATERIAL TO ACHIEVE GRADE.

SECONDARY BACKFILL
SHALL CONSIST OF SOIL
MATERIAL FREE OF ANY
APPRECIABLE AMOUNT OF
GRAVEL OR ROCK LARGER
THAN 4" DIMENSION.
BACKFILL MATERIAL
PLACED IN UNIFORM
LAYERS NOT TO EXCEED 6"
IN DEPTH. IF APPROVED BY
THE ENGINEER. LAYERS
MAY BE INCREASED TO 12"
WITH THE USE OF WHEEL
COMPACTORS. 95%
COMPACTED DENSITY

TYPICAL PAVEMENT REPLACEMENT
ITEM 511.3

SCALE : 1"=2'

12" 12"

6" 6"

PAY LIMITS

SAW-CUT EXISTING
PAVEMENT

EXISTING BASE
MATERIAL

EXISTING BASE
MATERIAL

NEW BASE
MATERIAL

EXISTING
PAVEMENT

PIPE TRENCH

EXISTING
PAVEMENT

NOTES :

1. FOR LOCAL TYPE "A" & "B" STREETS (RESIDENTIAL) USE 6" ASPHALT TREATED 
BASE (A.T.B.) WITH 1-1 / 2" TYPE "D" HOT MIX ASPHALTIC CONCRETE PAVEMENT.

2. FOR ARTERIAL & SECONDARY STREETS (COMMERCIAL) USE 10" ASPHALT 
TREATED BASE (A.T.B.) WITH 2-1 / 2" TYPE "B" HOT MIX ASPHALTIC CONCRETE 
PAVEMENT LEVELING-UP COURSE & 1-1 / 2" TYPE "D" HOT MIX ASPHALTIC 
CONCRETE PAVEMENT SURFACE COURSE.

LENGTH OF RESTRAINERS WILL DEPEND
ON REMAINING PATTERN OF BRICKS

BRICK RESTRAINER DETAIL

EXPANSION SHIELD FOR
3" x 1 / 2" BOLT

1 / 2" WASHER

3" x 1 /  2" ANCHOR BOLT, 24" O.C. MAX.
SPACING.  MINIMUM 2 ANCHOR BOLTS
PER RESTRAINER

4" x 4" x 1 / 4" ANGLE

SCALE = 1 : 3

SECTION "A-A"
SCALE : 1"=2'

BUS STOP PAD
ITEM 104

11'

12"

3
"

d
dD=d+3"

ASPHALT TREATED BASE

TYPICAL
1:1 SLOPE

HOT MIX ASPHALTIC
CONCRETE PAVEMENT

NOTES :
1. EXCAVATION FOR THICKENED PAVEMENT SECTION WILL BE PAID UNDER ITEM NO. 104 "STREET EXCAVATION".
2. BASE MATERIALS :
    A.) IF THE MEASUREMENT FOR THE ASPHALT TREATED BASE MATERIAL IS PER TON, THICKENED PAVEMENT
         SECTION WILL BE PAID FOR UNDER ITEM NO. 206 "ASPHALT TREATED BASE - PER TON".
    B.) IF THE MEASUREMENT FOR THE ASPHALT TREATED BASE MATERIAL IS PER SQUARE YARD, NO EXTRA
         PAYMENT WILL BE MADE FOR THE THICKENED PAVEMENT.

A

A

70'10'

80'

1
1'

CURB

BUS STOP PAD

BUS STOP
SIGN

PLAN VIEW
SCALE : 1"=10'

LIMITS OF PAVEMENT RECONSTRUCTION

LIMITS OF NEW BASE

TACK COAT
ITEM 203

FOR SURFACE COURSE & BASE CONSTRUCTION
SEE PAVEMENT STRUCTURE DETAILS

NEW SUBGRADE

TACK COAT
(ITEM 203)

EXISTING BASE
MATERIAL

EXISTING ASPHALT
PAVEMENT

SAW-CUT JOINT

12"

1
1

PAVEMENT JUNCTION DETAILS
SCALE : 1"=1'

LP LP

40' TO 60' R.O.W.

8' Min. 8' Min.24'

2% SLOPE

TACK COAT

MAX. 1:4 SLOPE
BEHIND WALK

12' 12'

4' SIDEWALK

5" ASPHALT
TREATED BASE

MAX. 1:4 SLOPE

1.5" TYPE "D" HMAC
PAVEMENT

NORTH
SIDE

RICE ROAD TYPICAL STREET SECTION
NOT TO SCALE

2% SLOPE

2% SLOPE

42' 9'9'

60'

2% SLOPE 2% SLOPE

MAX. 1:4 SLOPE
MAX. 1:4 SLOPE

BEHIND WALK

CONC. SIDEWALK
ITEM 502-1

SUBGRADE (90% COMPACTION)
ITEM 104 (IF APPLICABLE)
ITEM 107 (IF APPLICABLE) NOTE :

FOR STREETS OTHER THAN LOCAL TYPE "A" STREETS,
THE EDGE OF THE SIDEWALK MUST BE LOCATED A
MINIMUM OF TWO FEET AWAY FROM THE BACK OF
THE CURB. 

DIANE ROAD TYPICAL STREET SECTION
NOT TO SCALE

6" ASPHALT 
TREATED BASE

LP LP

2" TYPE "D" HMAC 
PAVEMENT - ITEM 205.3

2% SLOPE

21' 21'

TACK COAT


